Coast Guard, DHS

the Assistant Commandant for Marine
Safety and Environmental Protection.

(e) The Assistant Commandant for
Marine Safety and Environmental Pro-
tection reviews the exemption request
file and decides whether to grant or
deny the exemption. The decision shall
include an explanation of the basis on
which the exemption is granted or de-
nied, and constitutes final agency ac-
tion.

[CGD 77-057a, 44 FR 66502, Nov. 19, 1979, as
amended by CGD 82-063b, 48 FR 29486, June
27, 1983; CGD 88-070, 53 FR 34534, Sept. 7, 1988;
CGD 95-072, 60 FR 50461, Sept. 29, 1995; CGD
96-041, 61 FR 50727, Sept. 27, 1996; CGD 97-057,
62 FR 51043, Sept. 30, 1997]

§32.53-5 Operation-T/ALL.

Unless the cargo tanks are gas free,
the master of each tankship to which
this subpart applies shall ensure that
the inert gas system is operated as nec-
essary to maintain an inert atmos-
phere in the cargo tanks.

[USCG-2001-10224, 66 FR 48619, Sept. 21, 2001]

§32.53-10 General—T/ALL.

(a) Each tankship to which this sub-
part applies must have an inert gas
system that meets the requirements of
this subpart and is approved in accord-
ance with 46 CFR 50.20.

(b) Each inert gas system must be de-
signed, constructed and installed in ac-
cordance with the provisions of SOLAS
11-2, regulation 62, with the following
provisions:

(1) Acceptable types of water seals in-
clude the wet and semiwet type. Other
types of seals may be accepted on a
case by case basis if approval is given
by the Coast Guard Marine Safety Cen-
ter.

(2) If a vapor collection system re-
quired to meet part 39 of this sub-
chapter is connected to the inert gas
system, the instruction manual re-
quired by SOLAS I11-2, regulation 62.21
must include procedures relating to
vapor collection operations.

[CGD 74-127, 41 FR 3843, Jan. 26, 1976, as
amended by CGD 95-028, 62 FR 51198, Sept. 30,
1997]

§32.55-5

Subpart 32.55—Ventilation and
Venting

§32.55-1 Ventilation of tank vessels
constructed on or after July 1,
1951—TB/ALL.

(a) On all tanks vessels, the construc-
tion or conversion of which is started
on or after July 1, 1951, all enclosed
parts of the vessel, other than cargo,
fuel and water tanks, cofferdams and
void spaces, shall be provided with effi-
cient means of ventilation.

(b) Compartments containing ma-
chinery where sources of vapor ignition
are normally present shall be venti-
lated in such a way as to remove va-
pors from points near the floor level or
the bilges. Effective steam or air actu-
ated gas ejectors, blowers or ventila-
tors fitted with heads for natural ven-
tilation, with at least one duct extend-
ing to immediately below the floor
plates will be approved for this pur-
pose. Machinery spaces below the
freeboard deck, in which fuels with
flash point of 110° F or lower are used,
shall be equipped with power ventila-
tion. (See §32.60-20 for other require-
ments concerning pumprooms.)

§32.55-5 Ventilation of tank vessels
constructed between November 10,
1936, and July 1, 1951—TB/ALL.

(a) On tank vessels, the construction
or conversion of which was started on
or after November 10, 1936, and prior to
July 1, 1951, all enclosed parts of the
vessel, other than cargo, fuel, and
water tanks and cofferdams, shall be
provided with efficient means of ven-
tilation.

(b) Pumprooms and compartments
containing machinery where sources of
vapor ignition are normally present
shall be ventilated in such a way as to
remove vapors from points near the
floor level or the bilges. Effective
steam or air actuated gas ejectors or
blowers or ventilators fitted with heads
for natural ventilation, will be ap-
proved for this purpose. (See §32.65-20
for other requirements concerning
pumprooms.)
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